
MERCURIO YELLOW 6 BAR LAYFLAT

 
This 6 Bar Layflat hose is light and easy handling, resistant to ageing, UV rays, hydrolysis, atmospherical agents, microbes
and most chemicals.

Technical Features: 1 layer PVC reinforced with polyester braided yarn. It has a completely smooth bore.

Application Fields: Excellent hose for irrigation and delivery of fertilizers, acids and chemical solutions.

Colour: Yellow
Temperature Range: -10°C+60°C

*Please note the diameters listed below are all inside diameters. Please check this before ordering.



TECHNICAL DATA

Code Ins. Ø Weight WP BP Coil lgth. Vol.

 mm g/m bar bar m m3

MY 01 025.0 000.0 25 160 6 18 100 0,023

MY 01 032.0 000.0 32 180 6 18 100 0,027

MY 01 038.0 000.0 38 220 6 18 100 0,031

MY 01 052.0 000.0 52 260 6 18 100 0,039

MY 01 063.0 000.0 63 400 6 18 100 0,057

MY 01 076.0 000.0 76 500 6 18 100 0,069

MY 01 102.0 000.0 102 700 6 18 100 0,107

MY 01 127.0 000.0 127 1100 6 18 100 0,134

MY 01 152.0 000.0 152 1200 6 18 100 0,183

*Available on request,contact our sales office for more info and quantities

DOWNLOADS

Mercurio Yellow 6 Bar Layflat Datasheet

https://flexible-tubing.com/wp-content/uploads/2020/03/mercurio-yellow-6-bar-layflat.pdf

